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* . TO BE USED WHEN A SIDEWALK OR SHARED USE PATH BUS STOP PAD, TYPE 2
IS INCLUDED WITHOUT A GRASS STRIP.
*. WHEN USED AT A LOCATION WITH A SHARED USE PATH, *- TO BE USED WHEN A SIDEWALK OR SHARED USE PATH
MATCH BUS PAD DIMENSIONS TO FULL WIDTH OF THE PATH. IS INCLUDED WITH A GRASS STRIP.
8'-0" MIN
BOARDING AND SEE NOTE 5 SEE NOTE 5
77777 ALIGHTINGAREA | ‘ 8-0" MIN ‘
— 7 BOARDING AND
| | _ ALIGHTING AREA
| \
A | V/NATCH __ A A
L | ROAD SLOPE | J \
\ - | 6" CONCRETE
s 6" GABC
\ suj 'g \
5 | b SECTION A-A -pCC6”
g | |
\ \
\ \
\ . 088868858655666606066668688 \ NOTES:
R st | 1).  BUS STOP PAD LOCATIONS TO BE APPROVED BY BOTH DART AND DELDOT PRIOR TO ANY CONSTRUCTION.
S8283333388523333328R333332 2).  REFERENCE THE DE MUTCD FOR GENERAL INFORMATION ON PLACEMENT OF SIGNS.
| | 3).  SEE CONSTRUCTION PLAN SIGNING AND STRIPING SHEETS FOR SPECIFIC SIGN AND SIGN LOCATION DETAILS.
DETECTABLE WARNING TRAVELWAY/SHOULDER 4).  TYPICAL BUS STOP PADS MAY BE USED IN CONJUNCTION WITH BUS STOP SHELTER LOCATIONS IN THE EVENT OF LAND
SURFACE CONSTRAINTS AT THE SHELTER LOCATIONS. AN INTERCONNECTING PEDESTRIAN ACCESS PATH MUST EXIST THAT IS
FLUSH WITH SHOULDER ACCESSIBLE TO BUS STOP ALIGHTING AREAS, SHELTERS, PEDESTRIAN CONNECTIONS, CROSSWALKS, AND SIDEWALKS.
OR TRAVELWAY 5).  A6:1 GRADE IS REQUIRED FOR A MINIMUM OF 2'-0" IMMEDIATELY ADJACENT TO THE BUS STOP PAD OR
W APPROACHING SIDEWALK.
6).  MATCH EXISTING CURB. FOR BUS STOP PADS TYPE 1 AND 2, IF NO CURB IS PRESENT, TYPE 1-4 CURB SHALL BE INSTALLED
FOR A MINIMUM OF 5' ON EACH SIDE OF THE BUS PAD UNLESS OTHERWISE NOTED ON PLANS. DO NOT DEPRESS CURB
*. TO ONLY BE USED WHEN SIDEWALK OR SHARED USE PATH IS NOT INCLUDED. IN FRONT OF BUS PAD TYPE 1 OR 2. TAPER END OF CURB FLUSH WITH PAVEMENT OR ADJACENT AREA AT A RATE OF 12:1.
*. A5-0" MINIMUM SHOULDER IS REQUIRED FOR PEDESTRIAN ACCESS 7).  SEE DETAIL M-3 FOR ADDITIONAL SIDEWALK AND SHARED USE PATH DETAILS AND REQUIREMENTS.
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